PRIVATE
LiteFlex Design Requirements Checklist

Longitudinal Springs:

Please cut and paste the request form below into your e-mail, or print this page out and provide the information requested. Forward the completed form to our sales department.

Designated reference position (i.e. design, curb, or flat):

Geometry in designated reference position:

Total length (front load point to rear load point):

Distance from front load point to center load point:

Maximum center width:

Maximum end width:

Maximum allowable width between load points:
Load/deflection information in designated reference position:
Vertical first stage:
  
Spring rate and tolerance:

Load and tolerance:

Spring camber:

Deflection to full jounce

from reference position:

 

Deflection to full rebound

from reference position:
Vertical second stage (if applicable):
Spring rate and tolerance:

Jounce load:

Total deflection at jounce load:

Lateral rate:
Mounting attachment information:
Center clamp length:
Forward attachment type (in line, upturn):

Rear attachment type (in line, upturn):

Environmental requirements:
Maximum temperature:

Resistance to fluids:

Additional information:
Customer approval / Date:

Attn: Sales
LiteFlex LLC
100 Holiday Drive
PO Box 69
Englewood, OH 45322
FAX: 937-832-2848

PRIVATE
LiteFlex Design Requirements Checklist

Transverse Springs:
Please cut and paste the request form below into your e-mail, or print this page out and provide the information requested. Forward the completed form to our sales department.
Designated reference position (i.e. design, curb, flat)


Geometry in designated reference position: 
Distance from vehicle centerline to inboard load point:

Distance from vehicle centerline to outboard load point:

Maximum center width:

Maximum end width:

Maximum allowable width between load points:

Load / deflection information in designated reference position:

Vertical first stage:
Spring rate and tolerance:

Load and tolerance:

Spring camber:

Deflection to full jounce from reference position:

Deflection to full rebound from reference position:

Vertical second stage (if applicable):
Spring rate and tolerance:

Camber at engagement:

Total deflection at jounce load:

Roll rate (if applicable):

Mounting attachment information:
Inboard clamp length:

Outboard attachment type (tip pad, link):

Environmental requirements:
Maximum temperature:

Resistance to fluids:

Additional information:
Customer approval / Date:


Attn: Sales
LiteFlex LLC
100 Holiday Drive
PO Box 69
Englewood, OH 45322
FAX: 937-832-2848
